CO/BO: Bin.inp.val

OIN 10722
10722
BI: Fct. of DOUT 1
F;_?;;’l'c Cl: Add. setpoint
DOUT [P1075C | BI: ON/OFFL
BI: Enable MOP(UP) (0:0) P0840.C
CO:ADC scal[4000h] P_1035'59.13) CO: MOP outp.freq, (A3 setp scal (722:0)
ADC 10755 [2] - r - |P1076.C BI:ON reverse/OFF1
Bl:Enable MOP(DWN)|  MOP r1050 (1.0) P0842.C
Cl: DAC P1036-g9l14) Bl: Disab.add.setp AFM (0:0)
POT71[2 - Sum -
DAC (21.0) P1074.C ) —> BI: 1. OFF2
BI: FF sel. Bit 0 - P0844.C
51020.C Cl: Main setp scal > (1:0)
CO/BO: BOP Ctriwd (0:0) P1071.C _ CO: To. freq.setp [H2] BI: 2. OFF2
BOP r0019 BI: FF sel. Bit 1 (19 rio7s RFG P0845.C
ro019 Cl: Main setpoint 0 Vi (19:1)
CO: PZD<-COM (USS) (0:0) CO: Act. FF [Hz]  [P1070.C No ,Fn?;( ————— Sequence
.
—{r2018 8] > BI FF sel. Bit 2 FF 11024 (755:0) P contr. BI: 1. OFF3 o
BO: Ctrlwd1 <- COM P1022.C FOBAE.C contro
Uss r2036 (0:0) BI: Inh. neg. setp (1:0)
(COMInky [BO: CUIWG2 <~ COM 81 FF sel. Bit 3 CO: ACLPID output [%] FI0C ] BI: 2. OFF3
RS485 P1023.C . r2294 —T0) P0849.C
Cl: PZD->COM (USS) (722:3) Cl: PID setpoint - (1:0)
P ] P2253.C Bl: Reverse -
(52:0) BI:PID setp->Bit 0 (2250:0) oD _Pllls.((;22 - BI.PI;—;;ISSZe znablmg
: :
CO: PZD from CB P2220.C _ CI:PID trim source controller Bl RFG enable 0)
{2050 8] > (©0) -
BO: CUWdl<-CB  BLPID setp->Bit 1 P1140C
5551 C
r2090 - ©0) do: Fixed PID U/CI: PID feedback .
cB BO: CtrlWd2 <- CB = FE  Fixed PID setp [%ls7707= CO/BO: Act Statwd1
(COM:-link) 12091 BI:PID setp->Bit 2 PID 12224 (755:1) 70052
: P2222.C
Cl:PZD o CB ) BI: Enab. PID ctrl r0052
P2051 [8] ) (00 55300.C CO/BO: Act StatWd2
< (52:0) BI:PID setp->Bit 3 ©0) 0053
CO: PZD<-BOP (USS)  [p2223.C r0053
—{r2015[8] > (722:3) CO/BO: Act Ctriwd1
BO: Ctrlwd1 <- BOP
BI: PID-MOP (UP [ro054 >
12032 uP) 10054
USS |go:cuwdz<-Bop (P22 COIBO: Act Ctrlwd2
(BOP-ink) (19:13) CO: MOP outp. setp [%)]
RS232 r2033 _ PID 750 r0055
cl: PzD->BOP (Uss) Bl: PID-MOP (DWN) MOP 10055
P2016 [8] P2236.C -
20) (19:14)
1 | 2 | | 4 5 6 7 | 8
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