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MICROMASTER 43016.08.2006 V2.1Fixed Frequency (FF) binary coded
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1: If all FF mode selections equal 3
    (P1016 = P1017 = P1018 = P1019 = 3)
0: For all other cases

ON/OFF1

(0:0)

BI: FF sel. Bit 0
P1020.C

(0:0)

BI: FF sel. Bit 1
P1021.C

(0:0)

BI: FF sel. Bit 2
P1022.C

(722:3)

BI: FF sel. Bit 3
P1023.C

FF mode - Bit 0
1 ... 3

P1016.C (1)

FF mode - Bit 1
1 ... 3

P1017.C (1)

FF mode - Bit 2
1 ... 3

P1018.C (1)

FF mode - Bit 3
1 ... 3

P1019.C (1)

Fixed frequency 1
-650.00 ... 650.00 [Hz]

P1001.D (0.00)

Fixed frequency 4
-650.00 ... 650.00 [Hz]

P1004.D (15.00)

Fixed frequency 5
-650.00 ... 650.00 [Hz]

P1005.D (20.00)
Fixed frequency 6

-650.00 ... 650.00 [Hz]
P1006.D (25.00)

Fixed frequency 15
-650.00 ... 650.00 [Hz]

P1015.D (65.00)

r1024 
CO: Act. FF [Hz]




